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LV series

LV Series
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μF)＼ 60(50) 120 500 1K ≧10K
0.1≦ ≦100μF 0.8 1.0 1.20 1.30 1.50

100＜ 0.8 1.0 1.10 1.15 1.20

φD L A B W P
4 5.5 4.3 4.3 0.5~0.8 1.0
5 5.5 5.3 5.3 0.5~0.8 1.4

6.3 5.5 6.6 6.6 7.2 0.5~0.8 2.2
6.3 6.1 6.6 6.6 7.2 0.5~0.8 2.2
6.3 7.7 6.6 6.6 7.2 0.5~0.8 2.2
8 6.5 8.3 8.3 0.5~0.8 2.3
8 10.5 8.3 8.3 0.7~1.1 3.1

10 10.5 10.3 10.3 11.0 0.7~1.1 4.5
12.5 14 13.5 13.5 15.0 1.0~1.4 5.5
16 17 17.1 17.1 18.0 1.0~1.4 6.3

4 6.3 10 16 25 35 50
φ4~6.3 42 30 22 18 16 14 14
φ8~10 45 34 26 20 16 14 14
≧φ12.5 45 40 36 24 18 15 14

(φ ±0.5)
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φ

WV(V) 4 6.3 10 16 25 35 50
Size Size Size Size Size Size Size

0.1 4X5.5 1.0
0.22 4X5.5 2.0
0.33 4X5.5 2.8
0.47 4X5.5 4.0

1 4X5.5 8.4
2.2 4X5.5 14
3.3 4X5.5 17
4.7 4X5.5 18 4X5.5 18 4X5.5 22
10 4X5.5 21 4X5.5 23 4X5.5 27 4X5.5 6.3X5.5 35

22 4X5.5 4X5.5
5X5.5

33
37 4X5.5 37 5X5.5

6.3X5.5 40 5X5.5
6.3X5.5

45
48 6.3X7.7

8X6.5

60
75
80

33 4X5.5
5X5.5

33
37

4X5.5
5X5.5

41
43 5X5.5 45 5X5.5

6.3X5.5
46
54 6.3X5.5 58 6.3X7.7

8X6.5
188
200

47 4X5.5 28 4X5.5
5X5.5

40
46 5X5.5 52 5X5.5

6.3X5.5
50
60

6.3X5.5 60
68

6.3X5.5

8X6.5

65
70
115

6.3X7.7
8X6.5

225
240

100 34 5X5.5 70
85 6.3X5.5 76 6.3X5.5 100

108
6.3X7.7
8X6.5

150
160

6.3X7.7
8X10.5

250
280 8X10.5 300

150 50 100 88 135 200 300 320

220 6.3X5.5 61 6.3X7.7
8X6.5

130
141
150

6.3X7.7
8X6.5

170 6.3X7.7
8X10.5

185 8X10.5 300 10X10.5 400 10X10.5 450

330 6.3X7.7
8X6.5

135
145

6.3X7.7
8X6.5 210 8X10.5 330 8X10.5 330 10X10.5 450 10X10.5 460 520

470 8X6.5
8X10.5

180
220 8X10.5 380 8X10.5 420 10X10.5 480 10X10.5 460

560 8X10.5 242 8X10.5 410 10X10.5 450 10X10.5 500 520 600
680 8X10.5 285 8X10.5 460 10X10.5 480 550 580 610
1000 10X10.5 370 10X10.5 500 10X10.5 510 600 660
1200 10X10.5 410 10X10.5 510 660
1500 10X10.5 470 10X10.5 530 710 1060
2200 730 1150
3300 750 1200
4700 1200
6800 1330

℃ 120Hz


